
Our lightweight, easy to use, quarter-turn  

couplings are great for any environment.  

Let us equip our �rst responders and �re  

protection experts to do what they  

do best — protect our forests, wildlife  

and residential homes.



Quarter-turn couplings are a quick way of connecting �uid lines on any work site. Our  

Quick Connect Couplings are used to provide a fast connection for many di�erent kinds of applica-

tions worldwide. Our couplings are tested to ULC Standards and are CNC machined to precise toler-

ances. They are available in NPSH (National Pipe Straight Hose) thread, NPT (National Pipe Tapered) 

thread or BSP (British Standard Pipe) thread.

INSTANTANEOUS  

QUICK CONNECT COUPLING

BRASS  

EXPANSION RINGS

QUICK CONNECT COUPLINGS 1” and 1 ½”

1 ½” MALE THREAD ADAPTERS

PID: SF03A – NPSH  

PID: SF03TA – NPT 

PID: SF03BSP – BSP

• Couple to all 1 ½”

quarter-turn adapters

• 1 ½” – 11.5” TPI

1 ½” FEMALE THREAD ADAPTERS

PID: SF04A – NPSH  

PID: SF04TA – NPT  

PID: SF04BSP – BSP

• Couple to all 1 ½”

quarter-turn adapters

• 1 ½” – 11.5” TPI

1” MALE THREAD ADAPTERS

PID: SF05A – NPSH

PID: SF05TA – NPT

PID: SF05BSP – BSP

• Couple to all 1 ½”

quarter-turn adapters

• 1 ½” – 11.5” TPI

1” FEMALE THREAD ADAPTERS

PID: SF06A – NPSH 

PID: SF06BSP – BSP 

• Couple to all 1 ½”

quarter-turn adapters

• 1 ½” – 11.5” TPI

1 ½” HOSE COUPLINGS

PID: SF01A (Bowl Size – 1.68”),  

PID: SF01USA (Bowl Size – 1.81”) 

• Fit all standard 1 ½” lined and

unlined hoses

• Couple to all 1 ½” quarter- 

turn adapters

• Require SF08 expansion ring

1” HOSE COUPLINGS

PID: SF02A (Bowl Size – 1.19”) 

• Fit all standard 1” lined and

unlined hoses

• Couple to all 1 ½” quarter- 

turn adapters

• Require SF09 expansion ring

All couplings include gaskets.

1½” BRASS EXPANSION RINGS

PID: SF08 

• Fully annealed brass sleeve

• Fit all standard 1 ½” lined

and unlined hoses

• For use with SF01A and

SF01USA couplings

1” BRASS EXPANSION RINGS

PID: SF09  

• Fully annealed brass sleeve

• Fit all standard 1” lined and

unlined hoses

• For use with SF02A
couplings



¾” MALE THREAD ADAPTERS

PID: SF33A – NPSH, PID: SF33B-
SP – BSP 

•	 Fit standard garden hoses

•	 Couple to all 1 ½”quarter-turn 

adapters

•	 3/4” – 11.5” TPI

¾” FEMALE THREAD ADAPTERS

PID: SF34A – NPSH  

•	 Fit standard garden hoses

•	 Couple to all 1 ½” quarter-turn 

adapters

•	 3/4” – 11.5” TPI

QUICK CONNECT  

COUPLINGS ¾”

All couplings include gaskets. 

COUPLING PLUGS/CAPS

COUPLING PLUG CAPS

PID: SF13    

•	 Used to cap any line

•	 Couple to all 1 ½” quarter-turn 

adapters

•	 Hole for chain attachment

SIAMESE 3-WAY VALVES

PID: SF07A

•	 Couple to all 1 ½”  

quarter-turn adapters

•	 Can have either two or three 

ways open

•	 Easily turn under pressure

SIAMESE 3-WAY OPEN VALVES

PID: SF07B

•	 Couple to all 1 ½” quar-

ter-turn adapters 

•	 Required to split a hose line 

into two lines

BALL CHECK VALVES

PID: SF14    

•	 Prevent water return 

when idle during  

uphill operation 

•	 Couple to all 1 ½” quar-

ter-turn adapters

VALVES

SPRAY NOZZLES

ADJUSTABLE SPRAY NOZZLES

PID: SFFBNNOZZLE    

•	 Diamond knurl grip for easy 

adjustments

•	 Couple to all 1½” quarter- 

turn adapters

•	 Four spray sizes (1/8”, 3/16”, 

1/4” & 5/16”)

•	 Heavy duty construction for 

commercial use

ROCKER LUGS

Extruded Aluminum Rocker Lugs come with a seamless 

hard coat anodized �nish. Aluminum Rocker Lugs are 

sold in sets. 

Each set includes:

•	 1 Male Coupling

•	 1 Female Coupling

•	 2 Brass Expansion Rings

•	 All Necessary Gaskets

We o�er stock sizing from 1” – 6”. 

Other sizes are available upon request. Call for pricing and 

availability. 
ACCESSORIES: WRENCHES

COMBINATION					     PID: SF15A – Hydrant Wrench, Calgary

HYDRANT 						      PID: SF15B – Hydrant Wrench, Alberta 

WRENCHES					      	 PID: SF15C – Hydrant Wrench, standard



7733 Progress Way, Delta, BC V4G 1A3

1.877.938.9766 | sales@cmpgroup.net

 

We o�er:

NPSH = National Pipe Straight Hose thread

NPT = National Pipe Tapered thread

BSP = British Standard Pipe thread. 

cmpgroup.net/cmp-couplings


